


Installation Instructions. Read Me! I

DISCONNECT NEGATIVE (-) BATTERY CABLE.

Remove throttle body air intake system.

Remove bolts from air box support bracket. (Ref. “D”)

Remove nuts from support bracket and save nuts. (Ref. “D”)

Install extension plates and spacers to replace support bracket using saved nuts. (Ref. “D”)
Remove bolts from throttle body. (Ref. “B & C)

With “O” ring located in groove, install power plate using (1) 6mm x 90mm hex bolt, (3) 6mm x
70mm hex bolts, and (4) 6mm flat washers. (Ref. “A, B, C”)
* Note— Engraved Throttle Body Side of plate towards throttle body side.
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8. Inspect & Test throttle linkage for full Open & Closed travel before driving. Some cruise or kick-

down cables may require adjustment. Please refer to your vehicles service manual for proper adjust-

ments.

9. Reinstall air box using (2) 6mm x 60mm hex bolts and (2) 1/4: flat washers. Tighten the hose clamp
through access hole in the air box.

10. Reinstall air intake system using (Step #2) as an example.

11. Reconnect battery cable. Enjoy!

The sound of power...The “whistle” means its working!

Ref. “C”- (1) 6mm x 90mm Hex Bolt
Ref. “B”- (3) 6mm x I?Omm Ref. “D”- (2) 1” Extension Plates
Hex Bolts (2) Spacers
R
SN S (2) 6mm x 60mm Hex Bolts
(2) 1/4” Flat Washers

—— Ref. “A”- (1) Power Plate
(1) O-ring
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